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In order to study the effects of different pore ﬂuids on elastic-wave velocities, we developed a new system
for measuring elastic wave velocities (Vp and Vs) under high-pressure conditions up to 200 MPa and high-
temperature conditions up to 200◦C using a gas-medium high-pressure and high-temperature apparatus. During
the Vp and Vs measurements, we can also control the pore pressures from outside the rock samples. We measured
Vp and Vs of the Berea sandstone samples under three different pore-ﬂuid conditions including dry (without pore-
ﬂuids), in the presence of pore water, and in the presence of pore gas. Here we describe our new measurement
technique and establish the capacity of the gas apparatus and measurement technique and their potentialities for
the solution of geological problems.
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1. Introduction
Fluids with various kinds of chemical compositions ex-
ist everywhere on Earth. It is well known that the physical
properties of rocks that are components of the Earth’s crust
are strongly affected by the presence of crustal ﬂuids. For
example, the existence of water is believed to be responsible
for the low velocities based on laboratory measurements of
the seismic velocities of water-saturated rocks under high
conﬁning pressure and temperature conditions. The chemi-
cal variations of pore ﬂuids also strongly affect elastic-wave
velocities (Wulff and Burkhardt, 1997). The effects of tem-
perature on the elastic-wave velocities of saturated rocks
have also been observed (e.g., Matsushima, 1981; Kern
and Richiter, 1981; Ito and Tatsumi, 1995; Zharikov et al.,
2000).
Laboratory measurements conducted by Christensen
(1984) and Christensen and Wang (1985) showed that pore
pressure also contributes signiﬁcantly to the low velocity
and lateral variability in seismic velocity structures. In or-
der to understand the effects of crustal ﬂuids on the physi-
cal properties of rocks such as seismic-wave velocities, we
need to measure the effects of ﬂuids on the elastic-wave
velocities under controlled pore pressure conditions, be-
cause the pore pressure strongly affects the elastic-wave
velocities. Laboratory data on the seismic-wave velocities
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of rocks measured under in-situ conditions such as high
pressure, high temperature, and well controlled pore-ﬂuid
pressure are essential when we interpret the recent high-
precision seismic-tomography results. Although their im-
portance is well recognized, there have been few reports
on the elastic-wave velocities of rocks measured under con-
trolled pore-ﬂuid pressure.
In the present study, we designed and developed a new
measurement system using a gas-medium, high-pressure
and high-temperature deformation apparatus at AIST, Japan
(Masuda et al., 2002). We report a new velocity measure-
ment technique under high-pressure and high-temperature
conditions in which we can independently control the pore
ﬂuids and pore pressures. We show the potential of our
methods by presenting the preliminary results on the ef-
fects of pore ﬂuids such as water and argon (Ar) gas on
the compressional and shear wave velocities (Vp and Vs) of
Berea sandstone samples under high-temperature and high-
pressure conditions.
2. Experimental Procedures
We have developed a new method for velocity measure-
ment under the in-situ conditions of the crust, which are
characterized by high pressure (up to 200 MPa), high tem-
perature (up to 200◦C), and the existence of pore ﬂuids.
During the Vp and Vs measurements, we can also control
the pore pressures independently from outside the rock sam-
ples. We modiﬁed the gas-medium, high-pressure and high-
temperature deformation apparatus at AIST, Japan (Fig. 1).
With this apparatus, Ar gas is used as a pressure medium
for conﬁning pressure. A pore pressure of up to 200 MPa is
generated by Ar gas or water. The specimen is continuously
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Fig. 1. Schematic illustration of the gas-medium, high-temperature and














Fig. 2. Schematic diagram showing the ray paths for the pulse reﬂection
method for compressional and shear wave velocity measurement. R1:
Reﬂector-1, R2: Reﬂector-2.
connected to the pore ﬂuids reservoir (“drained test”). The
pore pressure can be applied from outside and controlled
independently by a servo-controlled system under various
conﬁning-pressure and temperature conditions. The conﬁn-
ing pressure was also controlled by the servo-control system






























Fig. 3. Elastic-wave velocities (Vp and Vs ) of the Berea sandstone sam-
ples as a function of conﬁning pressure under the dry condition at a
temperature of 25◦C.
This apparatus can also control temperature up to 800◦C.
We were able to produce the in-situ conditions of the seis-
mogenic zone and carry out various types of experimental
studies with this apparatus (e.g., a deformation experiment;
Masuda et al., 2002).
We measured the elastic wave velocities for Berea sand-
stone, which is coarse-grained (average grain size, 70 μm)
and has 15–18% porosity. Because Berea sandstone is
porous and previous data are available, we decided to
choose this rock for our preliminary tests. This porous rock
is suitable for evaluating the effects of pore ﬂuids on elastic-
wave velocities. The rock samples were cut to a cylindrical
shape (20.0 mm in diameter and 20.0 mm in length). The
end surfaces were made parallel to within 2/100 mm.
We measured the Vp and Vs of the Berea sandstone sam-
ples under three different pore-ﬂuid conditions, including
without pore-ﬂuids, in the presence of pore water, and in
the presence of pore gas. We measured Vp and Vs without
pore ﬂuids in order to evaluate the effects of pore ﬂuids on
the elastic-wave velocities. We chose water or Ar gas as
saturating ﬂuids in the case of existing pore ﬂuids in order
to evaluate the effects of water and inertia-gas as possible
end members of pore ﬂuids.
We adopted the pulse reﬂection method for velocity mea-
surements (e.g., Kono et al., 2004) because our apparatus
has a restricted working space in the high pressure vessel.
We designed a new lower piston for the pulse reﬂection
method. The lithium niobate (LiNbO3) transducers were
cut in 36◦Y for Vp and 163◦Y for Vs and used for veloc-
ity measurements. Three transducers (with a resonant fre-
quency of 3.3 MHz) were set at the top of the lower piston
for one P-wave and two S-waves. The sample assembly
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Fig. 4. Elastic-wave velocities (Vp and Vs ) of the Berea sandstone samples as a function of temperature for three pore ﬂuids conditions, dry (without
pore ﬂuids), with water, and with Ar-gas. The effective conﬁning pressure of 130 MPa was kept constant for all the measurements.
was placed in a 0.2 mm thick cupper jacket tube between
the tungsten carbide (WC) buffer rod and the reﬂector plug.
This experimental setup was set at the lower piston (Fig. 1).
Figure 2 shows the ray path of the experimental design for
the pulse reﬂection method. The elastic waves are generated
by the transducers. These elastic wave pulses were partly
reﬂected at Reﬂector-1, which is the interface between the
buffer rod and the sample. The oscilloscope recorded the
ﬁrst arrival that was reﬂected at Reﬂector-1 as T1. However,
some parts of the pulses passed through the rock sample and
were reﬂected at Reﬂector-2, which is the interface between
the sample and the other reﬂector plug; the waves reﬂected
at Reﬂector-2 were recorded as T2. We deﬁned half of the
time difference between T2 and T1 as the travel time and
calculated the elastic wave velocity based on this travel time
and the sample length. Received waves were stacked up to
1000 times, and were recorded with an oscilloscope with
a sampling rate of 5.0×106 samples/s. To determine the
travel time precisely, we applied a band pass ﬁlter to the
stacked-wave data and carried out automatic peak search-
ing in phase. We calibrated the precision of the velocity
measurements by measuring the elastic wave velocity of a
standard quartz sample with the same shape as the Berea
sandstone samples. Errors in our velocity measurements
have a maximum of ±2% in Vp and ±4% in Vs .
3. Results
3.1 Vp and Vs for Berea sandstone as a function of
pressure
Figure 3 shows the Vp and Vs as a function of conﬁning
pressure. Vp and Vs were measured at 20 MPa intervals
during pressurization of the conﬁning pressure, Pc, up to
130 MPa under dry conditions (temperature, 25◦C; pore
pressure, Pp, 0 MPa). Vp and Vs increased rapidly with
Pc to 100 MPa in Vp (from 2.55 km/s to 4.63 km/s) and 60
MPa in Vs (from 2.17 km/s to 2.63 km/s). They increased
slightly in higher Pc ranges, due to the closures of pores
and cracks during pressurization (e.g., Christensen, 1974;
Wulff and Burkhardt, 1997; Niesler and Jackson, 1989).
3.2 Effects of temperature and pore ﬂuids on the elas-
tic wave velocities of Berea sandstone
We measured the Vp and Vs of Berea sandstone sam-
ples under a ﬁxed effective conﬁning pressure of 130
MPa and with changing temperatures ranging from 25 to
200◦C. The effective conﬁning pressure, Peff, is deﬁned
as Peff=Pc−αPp, where Pc (130 or 200 MPa) is the
conﬁning pressure, Pp (0 or 70 MPa) is the pore ﬂuid
(water or Ar gas) pressure, and α is a coefﬁcient (in this
study, α=1). Previous studies have indicated that elastic
wave velocities are strongly affected by the effective con-
ﬁning pressure (e.g., Todd and Simmons, 1972). Thus,
in the present study, Vp and Vs were measured under the
ﬁxed effective conﬁning pressure (Peff=130MPa) and three
temperature conditions (from 25, 100 and 200◦C) in or-
der to evaluate the effects of pore ﬂuids and the tempera-
ture dependence of their elastic properties on Vp and Vs .
In order to evaluate the effects of pore ﬂuids on Vp and
Vs , measurements were carried out under three conditions,
one without pore ﬂuid and two conditions in which cracks
were ﬁlled, one with Ar gas and one with water. Fig-
ure 4 shows the elastic wave velocities (Vp and Vs) as
a function of temperature for the three pore-ﬂuid condi-
tions. Under room temperature conditions (25◦C), Vp and
Vs showed signiﬁcant differences among the three condi-
tions (without pore ﬂuid, Vp=4.60 km/s, Vs=2.66 km/s; Ar
gas-ﬁlled, Vp=3.81 km/s, Vs=2.05 km/s; and water-ﬁlled,
Vp=4.11 km/s, Vs=2.26 km/s). The elastic wave veloc-
ities decreased lineally with increasing temperature (from
25 to 200◦C). Vp and Vs showed larger differences in each
run at 200◦C than at 25◦C (without pore ﬂuid, Vp=4.12
km/s, Vs=2.41 km/s; Ar gas-ﬁlled, Vp=2.72 km/s, Vs=1.57
km/s; and water-ﬁlled, Vp=3.42 km/s, Vs=1.89 km/s). The
thermal reduction ratio of elastic wave velocities is strongly
controlled by pore ﬂuids (without pore ﬂuid, Vp=10.5%,
Vs=9.6%; Ar gas-ﬁlled, Vp=28.6%, Vs=23.4%; and water-
ﬁlled, Vp=16.5%, Vs=16.3%).
4. Discussion and Conclusion
The different velocities were obtained at the same effec-
tive conﬁning pressure under the dry condition (without ﬂu-
ids) and with water or Ar saturation as shown in Fig. 4. In
this study, the values of effective pressure during all of the
experiments were kept to the same as 130MPa. Because we
could not observe the alternation of the grain shape of com-
posite minerals in the thin sections of the samples after the
experiments, the effects of chemical reactions such as ther-
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mal decomposition, pressure-solution, the forming of new
minerals, phase transfers and other processes are thought
to be negligible in those measurements. These data show
that the Ar gas velocities are lower than the water veloci-
ties. It is possible that the observed differences in velocities
can be explained by calculating the effective elastic moduli
of the saturated rock as the moduli of a composite medium
made of rock and inclusions. The temperature effect on the
velocities is also shown clearly in the range from room tem-
perature to 200◦C, and it entails the decrease of the elastic
constants of the minerals and ﬂuid inclusion as the temper-
ature increases.
This new experimental method of measuring the elastic-
wave velocities of rocks under controlled pore ﬂuid pressure
and temperature conditions was developed in order to study
the effects of different pore ﬂuids on Vp and Vs . We con-
cluded that our new measurement system has the potential
to be very useful in helping to solve geological problems.
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